
Built Sharjah, United Arab Emirates 2006 
Class BV 
Flag Turkmenistan 

Length Overall 33.0 m 
Breadth 7.78 m 
Depth 3.38 m 
Dra6 (Max) 2.2 m 

GRT 196 Tons 
NRT 59 Tons 
DWT 92,95 Tons 
DECK CARGO 35 tons 
DECK STRENGTH 1 t/m2 
DECK SPACE 75.8 m2 

CLASSIFICATION/CLASS/REGISTRATION 

GENERAL DIMENSIONS 

TONNAGE 

NT RAUSHAN 
FAST CREW BOAT 

VESSEL SPECIFICATION SHEET 



 
Main Engines 4 x Caterpillar 3412E 

4 x 820 kW / 1.100HP 
Auxiliary 2xCaterpillar 3306TA x 

160kw 2x160kw @ 50Hz 
Propulsion 4 x FFP 
Bow Thruster 1xHydro Electric 70HP 

 

 

 
 Passenger SeaIng Area 68 Personnel  

Toilet x 1 
Cabin  Total for 9 personals 
Toilet / Shower 
Crew Facility 
Air CondiIoning 

1 unit 
1 x Gallery / Mess / Store 
Central type for all passenger / 
Crew / Bridge area 

 

 
 
 
 
 
 
 
 
 
 

Maximum Speed 25 knots  
Endurance 10 days 

Fuel Capacity 47 m3 
Fresh Water 8.1 m3 
Lube Oil 2 x 350 litres 
Sewage 5.4 m3 
Bilge tank 1 m3 

Radars 2 x NAVNET GD-1700 
VHF / SSB 1 x Sailor RT2048 

2 x Sailor RT4822 
Sailor HC-4500B 

Depth Sounder Furuno 
Auto Pilot SAS 70 
GPS 2 x FURUNO 
VHF GMDSS 2 x Samyung STV 160 
MagneIc Compass 1 x Saura 
Inmarsat C 2 x H2095C 
AIS Samyung SI 30 
EPIRB McMurdo G-5 
SART 2 x McMurdo S4 

Life Ra6s 8 x Viking 25 man 
Life Jackets 78 pcs /SOLAS approved 
Immersion Suit 78pcs 
Life buoy 8pcs 

MACHINERY 

SPEED & CONSUMPTION 

TANKS CAPACITIES 

ACCOMODATION 

RADIO & NAVIGATION EQUIPMENT 

SAFETY EQUIPMENT 

Dubai: Of#ice# 1604 | The Dome Tower | Cluster N | Jumeirah Lakes Towers (JLT) | Dubai | UAE; 
Abu Dhabi: Of#ice # 1114 | Gate #1100 | Corniche Building C17 | Abu Dhabi | P.O.BOX 25203 | UAE; 
Ashgabat:	Business center “Berkarar” | Of#ice No. I-3 | 9th	#loor | No. 82 | 1972 (Ataturk) street |	 Ashgabat | 
744028 | Turkmenistan | Tel: +993 12 469006 | Fax: +993 12 469007; 
Turkmenbashy:	Magtymguly street | building 69 «A», | 745000 | tel: +993 243 72345 | fax: +993 12 469007; 
Hazar:	Balkanabat High Road | 9th km | Dragon Oil base |	Hazar. 

The informa^on contained in this vessel specifica^on sheet is for guidance only and may be subject to change. 
 
 



 

  


